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Pair of 3.6 m automatic retractable ratchet straps with safety hooks, LC 350 daN, for securing loads.

Description

Robur 8188R 3,6/S2 straps speed up load securing because the strap retracts into the ratchet body when not in use. This
reduces the amount of loose strap to be collected and the time needed to prepare vans, trailers, and other transport vehicles.

Retractable straps for securing loads

The package includes two complete 3.6 m straps. Safety hooks help maintain the connection to the anchor points, while the 25
mm polyester webbing is identified by the technical label. The LC capacity of 350 daN is an anchoring rating: these straps are
not lifting devices.

When they are useful

They are suitable for transporters, craftsmen, maintenance workers, and operators who frequently secure crates, equipment, or
other loads to vehicles. Automatic rewinding also facilitates storage after use.

Technical data

Characteristic | Detail

Supply: 2 automatic retractable straps

Length: 3.6 m

Tape width: 25 mm

LC anchoring capacity: 350 daN

Tape material: polyester

Terminals: safety hooks
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Norma: UNI EN 12195-2

Use: lashing loads on vans, trailers and trucks

Use excluded: do not use for lifting

Code: 081881036

Frequently Asked Questions

Does the package contain one or two straps?

Contains two complete retractable automatic belts.

Can Robur 8188R belts lift a load?

No. They are designed for anchoring loads according to UNI EN 12195-2 and must not be used for lifting.

What does LC 350 daN mean?

LC is the declared lashing capacity for the strap. For proper fastening, always consider the weight, shape of the load, lashing
points, and transport method.
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